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Introduction

The VHTO100 is a high power speaker

switching module that allows ELAN Page

and Door Chime audio to be heard through VC+VC E‘;SECE’;’QSRS““D
speakers in non-ELAN system areas such Override (SSP) Rear Channel
as the Home Theater. A 12VDC signal- Connections Speaker Inputs
transmitted by an ELAN Z¢600 System Amplifier Rear Channel
Communications Controller, ELAN HD Speaker Inputs | Speaker Outputs

Series MCU or a MAC24/AV-L2 whenever l i

a Page or Door Chime is initiated-tri_ggers ® AMP[OR SPEAKERS _ SSP ®
a pair of relays on the VHTO100, switching Ltl RRAVCVC: Lt L-R-R+  L+L-R-Rt

the audio path from the local system BEEEEE| |EEEE| |FEEE

amplifier to the ELAN system amplifer.

In a Home Theater, ELAN Page and Door 3 VHTO100

Chime audio can be routed to the rear HomE TuEaTeR
channel speakers. This does not interupt
the entire movie presentation, (as the front
and center channel speakers will continue ® ®
to broadcast the movie audio) yet allows

the Page and Door Chime audio to be Front
easily heard. Another application might be
in a child's room with a stand-alone local
system and the parents wish to have

ELAN Page and Door Chime audio heard.

Local Amplifier (SSP)

Rear Surround Speakers

Rear Channel

Default Signal Path © ® Speaker Outputs

Overnde Signal Path/ : -
ELAN PG/ Dg — System Amplifier

Specifications

Power Rating/System Amplifier Input ............... 100Watts RMS
Power Rating/SSP Ampilifier Input .....200W RMS into 8 Ohms
Power Rating/Rlay Switching ......cccccevvecemrrcceerncseeseceennn. 200w
Frequency Response ............... 20 Hz to 20KHz, +/- 1dB

Total Harmonic Distortion ..........ccccevemirimncssnnsessss e <1%
Override Volume Settings .......cccecvvrrnemnrsenneenensennanns 10 Step
Override Control .......ccceeeerenereseesiereseessneens +12VDC @ 90mA
Dynamic Range .... . 43dB over 10 steps
Impedance Settings .....ccccccerrrverriceernssseere e reseeens 1X, 2X, 4X
Speaker Output, Minimum Load ......c.cccocomnieimriiciennnnns 4 Ohms
Maximum Attenuation .........cccccereirncencsnsineeeenes -56dB @ 8X
DC Resistance ........ccccocervreseernsiessnsseessnseenans Minimum 5 Ohms
Relay Contacts .. .. 5A RMS Max @ 250 VAC
Wiring Requirements:
SSP Input/Amp Input/Speaker Output:

Twisted pair audio cable, min. 18 AWG

Override Input (OR): Cat-5

I
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VHTO100 to PZ6 Z<Series Precision Panel Connections

Connect speaker cables from the ELAN system amp to the AMP terminals on the
VHTO100 and connect the rear channel speaker outputs from the local amplifier to
the SSP terminals on the VHTO100 as shown below. Connect the OR leads from any
of the PZ6’s VC+ and VC- terminals to VC+ and VC- on the VHTO100.

Note: Refer to the Current Draw tables on page 5 to determine if an external
power supply is required to power the number of VHTO100s and Volume
Controls w/ Override to be installed.

AMP |OR SPEAKERS sSSP
L+ L- R- R+VC-VC+ L+ L- R-R+ L+ L- R-R+
ARRGRA il il
vco
ve- Rear Channel
[ ver Speaker Outputs
Z VC-
Z VC+
Z vC-
I ° ! - VC+
:l ve-
+1- -2+ [ vor
System Amplifier PZ6 VCO Rear Surround Speakers Local Amplifier (SSP)

Connector

VHTO100 to PZ600 Communications Controller

Precision Panel Connections-S12

Connect the Volume Control Override signal from a PZ600 directly to the VC+ and VC-
terminals of the VHTO100 as shown below. See the PZ600 Installation Manual for
additional information.

AMP | OR SPEAKERS SSP
L+ L- R-R+VC-VC+ L+ L- R-R+ L+ L- R-R+
VCO
vC- Rear Channel
[ VC+ Speaker Outputs
Z VvC-
:l VC+
Z VvC-
I ~ ! Z VC+
Z VvC-
+1- -2+ — vor
System Amplifier PZ600 VCO Rear Surround Speakers Local Amplifier (SSP)

Connector
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VHTO100 to Z600 Communications Controller

Connections (No PZ6 or PZ600)

Connect speaker cables from the ELAN system amp to the AMP terminals on the
VHTO100 and connect the rear channel speaker outputs from the local amplifier to
the SSP terminals on the VHTO100 as shown below. Tie together the Wh/Orange and
Wh/Brown conductors from the Z¢600’s Control Output Jack as shown. Connect the
Control Output Jack’s Green conductor to VC- of the VHTO100 and connect Brown to
VC+. See the Z#600 Installation Manual for specific details regarding Override con-
nections and functionality.

AMP | OR SPEAKERS SSP
L+ L- R-R+VC-VC+ L+ L- R-R+ L+ L- R-R+
Rear Ch. |
Vv SS:;keragzteputs
+1- -2+
System Amplifier Rear Surround Speakers Local Amplifier (SSP)
Blue:
Wh/Blue
Orange Z+600
Wh/Orange CONTROL
L Wh/Green OUTPUT
Brown
'Wh/Brown

Using the Z+600's Internal Power Supply

Use the current draw specifications below to determine the maximum number of
VHTO100s and/or Volume Controls w/Override that can be connected to the Z¢600's
internal power supply.

Z+600 INTERNAL POWER

SUPPLY MAXIMUM LOAD 250mA
VHTO100 CURRENT DRAW 90mA
ELAN VOLUME CONTROLS

W/ OVERRIDE CURRENT DRAW | 49mMA

—
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Using an External Power Supply w/ PZ6 or PHD12
When exceeding current limits of the Z¢600 (see p. 5) or when connecting the
VHTO100 to an HD system, it is necessary to connect a +12VDC power supply to
the front of a PZ6 or PHD12 Precision Panel to the location shown below. ELAN rec-
ommends the use of a PWR2 Power Supply for this purpose.

Note: The polarity of the VCO +12VDC jacks is reversed from that of many power
supplies. Use only power supplies with proper polarity!

PZ6 Front +12VDC Inputs PHD12 Front +12VDC Inputs

4 )
+12VDC INPUTS

@—6—@

VCO 20025

OO

G J

Using an External Power Supply w/Z¢600 (no PZ6)

Use a +12VDC power supply when current demands exceed limits shown previously.
Tie the Z#600 Control Output Jack’s Blue conductor together with Wh/Blue. This will
go to VC+ of the VHTO100. Tie Wh/Green to Brown and connect to the + on the
power supply. Connect the - of the power supply to VC- on the VHTO100.

AMP | OR SPEAKERS SSP
L+ L- R-R+VC-VC+ L+ L- R-R+ L+ L-R-R+
Rear Channel
LL Speaker Outputs
M
+1- -2+
System Amplifier Rear Surround Speakers Local Amplifier (SSP)
Bl
ve- Vet \i/Blue
_E Orange
Wh/Orange
5 Green
- + Wh/Green
+12VDC B Z+600
e Wh/Brown CONTROL
OUTPUT
m___________ |
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VHTO100 to PHD12 Precision Panel Connections
This application requires an HDC2042 Automation Card to be installed in the MCU
chassis. See the HD Series Installation Manual for detailed information about relay
connections and programming.

AMP | OR SPEAKERS SSP
L+ L- R-R+VCVC+ L+ L- R-R+ L+ L- R-R+

RRREEHR RERR REEH

Rear Channel
Speaker Outputs

(ORI

+1- -2+

System Amplifier Rear Surround Speakers Local Amplifier (SSP)

o)
o)
IS

3
°
8
S
= 100000r

VHTO100 to HD System Connections (No PHD12)

This application requires an HDC2042 Automation Card to be installed in the MCU
chassis. See the HD Installation Manual for detailed information about relay connec-
tions and programming.

AMP | OR SPEAKERS sSSP
L+ L- R-R+VC-VC+ L+ L- R-R+ L+ L- R-R+

RRRERER RRER RREH

Rear Channel
Speaker Outputs

System Amplifier Rear Surround Speakers Local Amplifier (SSP)

VC+ vC-

Relay N.O. — -

Relay COM + —
+12VDC
Power
Suppl,

HDC2042 —

Automation

Card
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VHTO100 to MAC24 Connections

Connect speaker cables from the MAC24 to the AMP terminals on the VHTO100 and
connect the rear channel speaker outputs from the local amplifier to the SSP terminals
on the VHTO100 as shown below. Connect the OR leads from the MAC24’s O+ and O-
terminals to VC+ and VC- on the VHTO100.

AMP |OR SPEAKERS SSP
L+ L- R-R+VC-/C+ L+ L-R-R+ L+ L-R-R+

RRRRERE RREE RRRR

Rear Channel
L L Speaker Outputs

) Rear Surround Speakers -
§®?®®§ Local Amplifier (SSP)
i R

! +

_®l® ®R® ®® ®®|®® ®® ®l® SRQ
IBIIIII lllll@lll

a2[difc [k m]m]s]s |n|n|~n|m|| |<;| [LTRTS T |9||l||s|P|M|G|A|0|0

=z + + H i

o & g - [N s oo D‘ge
L L.2E% ., £E s52dizx 5238 2igk
S=322 o005 S =83 2885 H
CEREERE 22z £22352 22
DOORBELLE TO DOOR SPEAKER P SIC INPUT TO IR AUX 33§
INPUTS ASSEMBLY WALL PLATE ACCESSORIES | CONTROL | Q 2

© ELAN Home Systems 2005 e All rights reserved. Page 7



VHTO100 INSTALLATION MANUAL ELAN HOME SYSTEMS

Override Jumper Settings

The following adjustments are made by removing the four screws on the top of the
VHTO100 and pulling up the PC board/transformer assembly. There are no wires that
need to be disconnected. The volume of ELAN Page and Door Chime audio can be
adjusted by repositioning the Override Volume Jumpers (2). There are ten settings to
choose from: 1 is the lowest, 10 is the highest (Factory Default: 5).

O ©)
Mllﬁ MIN
Override zioeld Tleoly Override
Volume —| 3 3 3 2 [«—Volume
Jumper . o 5 K Jumper
g 6 6 o
7 7 [
& 8 8 &
3 9 9 3
MAX 10 10 Qax
I I
Impedance gﬂ( 1x§ Impedance
Match —>| 2 8.8 12& f& 28 = |<——Match
Jumper H 2 Jumper
©) @]

Impedance Match Settings

The VHTO has an impedance rating of 8 Ohms. The Impedance Match jumpers on the
VHTO allow you to connect it in parallel with other loads on the same amp channelsof
the ELAN System ampilifier. It also allows you to connect multiple VHTOs to the same
amp channels. Impedance Match Jumper Settings: 1X, 2X, 4X (Factory Default: 4X).

8 Ohm
8 Ohm Speakers
Speakers
4X Imp. i : 4X Imp.
. Match = Match

2X Imp.
~~ Match O

T System oo

* Amplifier ====
System
Amplifier -‘:‘;‘ 4X Imp.

Speakers

—
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Creating a Page/Door Chime Only “Wide Coverage

Zone”

In areas of a home where ELAN Page and Doorchime audio needs to be heard, but
music is not necessary, the VHTO100 makes it easy to creat a "wide coverage" zone -
as well as drastically reducing the cost of such a zone by eliminating the need for mul-
tiple impedance matching volume controls with Override. In the diagram below, one
VHTO (with an impedance match setting of 2x because two 8 ohm speakers are wired
in parallel to each channel) can be used to send ELAN Page and Door Chime audio to
four different areas, or two VHTOs (with impedance match settings of 4x) can be used
to send ELAN Page and Door Chime auido to eight different areas USING ONLY TWO
AMP CHANNELS!

+12VDC
Override
Signal

AMP |OR SPEAKERS SSP
L+ L- R-R+VCVC L+ L- R-R+ L+ L- R-R+

i | O

ole

System
Amplifier

ole

HEBBEE  |EHEHE

AMP | OR SPEAKERS SSP
L+ L- R-R+VC-VC+ L+ L- R-R+ L+ L- R-R+

+12VDC
Override
Signal
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Limited Warranty

ELAN HOME SYSTEMS L.L.C. ("ELAN") warrants the VHTO100 Override
Module to be free from defects in materials and workmanship for the period
of two years (2 years) from date of purchase. If within the applicable
warranty period above purchaser discovers that such item was not as
warranted above and promptly notifies ELAN in writing, ELAN shall repair or
replace the item at the company's option. This warranty shall not apply (a)
to equipment not manufactured by ELAN, (b) to equipment which shall have
been installed by other than an ELAN authorized installer, (c) to installed
equipment which is not installed to ELAN's specifications, (d) to equipment
which shall have been repaired or altered by others than ELAN, (e) to
equipment which shall have been subjected to negligence, accident, or
damage by circumstances beyond ELAN's control, including, but not limited
to, lightning, flood, electrical surge, tornado, earthquake, or other
catastrophic events beyond ELAN's control, or to improper operation,
maintenance or storage, or to other than normal use of service. With
respect to equipment sold by, but not manufactured by ELAN, the warranty
obligations of ELAN shall in all respects conform to the warranty actually
extended to ELAN by its supplier. The foregoing warranties do not cover
reimbursement for labor, transportation, removal, installation or other
expenses which may be incurred in connection with repair or replacement.

Except as may be expressly provided and authorized in writing by ELAN,
ELAN shall not be subject to any other obligations or liabilities whatsoever
with respect to equipment manufactured by ELAN or services rendered by
ELAN.

THE FOREGOING WARRANTIES ARE EXCLUSIVE AND IN LIEU OF ALL
OTHER EXPRESSED AND IMPLIED WARRANTIES EXCEPT WARRANTIES
OF TITLE, INCLUDING BUT NOT LIMITED TO IMPLIED WARRANTIES OF
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.

ATTENTION: TO OUR VALUED CONSUMERS

To ensure that consumers obtain quality pre-sale and after-sale
support and service, ELAN Home Systems products are sold
exclusively through authorized dealers. ELAN products are not sold
online. The warranties on ELAN products are NOT VALID if the
products have been purchased from an unauthorized dealer or an
online E-tailer. To determine if your ELAN reseller is authorized,
please call ELAN Home Systems at (859) 269-7760.

EL_AN

H O M E S ' Y S T E M S
2428 Palumbo Drive Lexington, KY 40509
www.elanhomesystems.com

P/N: 40615-141-02 REV:





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /OK
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /HelveticaNeueLT-Black
    /HelveticaNeueLT-BlackCond
    /HelveticaNeueLT-BlackCondObl
    /HelveticaNeueLT-BlackExt
    /HelveticaNeueLT-BlackExtObl
    /HelveticaNeueLT-BlackItalic
    /HelveticaNeueLT-Bold
    /HelveticaNeueLT-BoldCond
    /HelveticaNeueLT-BoldCondObl
    /HelveticaNeueLT-BoldExt
    /HelveticaNeueLT-BoldExtObl
    /HelveticaNeueLT-BoldItalic
    /HelveticaNeueLT-BoldOutline
    /HelveticaNeueLT-Condensed
    /HelveticaNeueLT-CondensedObl
    /HelveticaNeueLT-ExtBlackCond
    /HelveticaNeueLT-ExtBlackCondObl
    /HelveticaNeueLT-Extended
    /HelveticaNeueLT-ExtendedObl
    /HelveticaNeueLT-Heavy
    /HelveticaNeueLT-HeavyCond
    /HelveticaNeueLT-HeavyCondObl
    /HelveticaNeueLT-HeavyExt
    /HelveticaNeueLT-HeavyExtObl
    /HelveticaNeueLT-HeavyItalic
    /HelveticaNeueLT-Italic
    /HelveticaNeueLT-Light
    /HelveticaNeueLT-LightCond
    /HelveticaNeueLT-LightCondObl
    /HelveticaNeueLT-LightExt
    /HelveticaNeueLT-LightExtObl
    /HelveticaNeueLT-LightItalic
    /HelveticaNeueLT-Medium
    /HelveticaNeueLT-MediumCond
    /HelveticaNeueLT-MediumCondObl
    /HelveticaNeueLT-MediumExt
    /HelveticaNeueLT-MediumExtObl
    /HelveticaNeueLT-MediumItalic
    /HelveticaNeueLT-Roman
    /HelveticaNeueLT-Thin
    /HelveticaNeueLT-ThinCond
    /HelveticaNeueLT-ThinCondObl
    /HelveticaNeueLT-ThinExt
    /HelveticaNeueLT-ThinExtObl
    /HelveticaNeueLT-ThinItalic
    /HelveticaNeueLT-UltraLigCond
    /HelveticaNeueLT-UltraLigCondObl
    /HelveticaNeueLT-UltraLigExt
    /HelveticaNeueLT-UltraLigExtObl
    /HelveticaNeueLT-UltraLight
    /HelveticaNeueLT-UltraLightItal
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


